
Laser Workflow 

	Stage
	
	
	

	Prepare design for cutting
	Import and layout design in Corel Draw
	
	

	
	Apply line colours and thickness 
	
	

	
	Name job and save file
	
	

	Prepare the laser and material 
	Check thickness of material
	
	

	
	Calibrate focus
	
	

	
	Align starting point for cut
	
	

	
	
	
	

	Set laser preferences 
	Ensure Auto focus is off
	
	

	
	Select the material and thickness
	
	

	
	Set the preferences for each colour in the job:
1. Power
2. Speed and
3. Number of Passes
4. Air assist?  
 
	
	

	
	Set the (DPI) and select the Rayjet Start Button option 
	
	

	
	Upload the job to the print manager
	
	

	
	
	
	

	Preflight check 
	1. Check the Laser cutter is clean and ready to cut

	
	

	
	2. Check there is a current Hot Work Permit
	
	

	
	3. Check Honeycomb is correctly seated on the bed
	
	

	
	4. Calibrate the focal distance

	
	

	
	5. Check starting position of Laser
	
	

	
	6. Check all settings with the supervisor before starting the job 
	
	

	During the cut 
	Enter job details into the Machine Log: edgeqld.org.au/laser-cutter-job-log/ 
	
	

	
	If your material catches fire Lift the Lid to abort the job and seek assistance from the Supervisor
	
	

	
	If the job has been aborted, cycle the power on the machine and restart all software (Correl, Rayjet Manager)  
	
	

	
	Avoid looking directly at the Laser. Prolonged staring at laser flash may cause eye strain
	
	

	After the Cut
	[bookmark: _GoBack]Brush out debris and leave the area clean and tidy
	
	




