Downloading & Installing CURA 3.6.0

1. Visit the page: https://github.com/Ultimaker/Cura/releases/tag/3.6.0
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Gyroid infill

New infill pattern with enhanced strength properties. Gyroid infill is one of the strongest infill types for a given
weight, has isotropic properties, and prints relatively fast with reduced material use and a fully connected part
interior. Note: Slicing time can increase up to 40 seconds or maore, depending on the model. Contributed by
smartavionics.

2. Scroll down to the bottom of the page until you find the link to download the application
(highlighted file in below picture).
3. Download the highlighted file & install onto your computer.
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+ Add a new post processing script that pauses the print 2t a certain height that works with RepRap printars.
Contributed by Kriechi.

* Fix updates to the print monitar temperatures while preheating. Contributed by fisldOf\View.

+ Fixed a bug where material cost is not shown unless weight iz changed.

* Fixed bugs crashing the CuraEngine when TreeSupport is enabled.

* Fixed 2 bug where Ultimaker Cura would upload the wrong firmware after switching printers in the UL
* Fixed a bug where the layer view was missing if the first layer was empty.

+ Fixed a bug where erroneous combing movements were taking place.

* Fixed a bug where the initial layer temperature is set correctly for the first object but then never again.
» Fixed a bug where clicking the fx icon didn't respond.
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Install will be as per a standard program installation for Windows, until
the steps below:

4. During the install, a message box will pop up & ask you to “choose Components”.

Select the options shown in the picture below & click “Install”.
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Choose Components
Choose which features of Ultimaker Cura you want to install.

Chedk the components you want to install and unchedk the components you don't want to
install. Click Install to start the installation.
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5. Once install is completed, Click “Finish” & CURA should open (if not, open it yourself).
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Completing the Ultimaker Cura
Setup Wizard

Llitimaker Cura has been installed on your computer,

Click Finish to dose this wizard,

Run Ultimaker Cura

< Back Cancel




6. When CURA opens, a window will ask you to read & agree to the terms of use.

7.

Read the terms in the pop-up window & click only if you agree.
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If you agree to the terms, another window will open & ask you to select your printer.
We’ll be selecting a printer from “other”.

Click “other” & a drop down selection list will appear.
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8. Scroll down & select “Monoprice Mini V2 (E3D)".
Once selected, click “Add Printer”.
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9. A new window will open, called “Machine Settings”.
Do not alter any text, simply click “Finish”.
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Printer Extruder 1

Printer Settings Printhead Settings E
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—
Z (Height) 120 mm X max 10 mm 5o
Y max 10 mm
Build plate shape Rectangular hd
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G1 Y80 E& F500;(Draw a priming/wiping line to the rear)
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In the next step, we’ll be downloading & installing a “plugin” from the
CURA marketplace (free).

10. Open CURA, if it isn’t already.

11.Click on “Marketplace”, as shown in the pic below:
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12. Double click on “Cura Settings Guide” to open it.
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13. Click “install” to start the installation.

barketplace Preferel 2 Marketplace x
re M Plugins Materials Installed Gelect Mini V2 (E3D)
< Back Cura Settings Guide PLA
Version: 1.0.1
Last updated: 29/10/2018 8:30 PM
Author: Ultimaker
Downioads: 22736 p | Recommendg
0.04.09 0.13

i i Slower
Cura Settings Guide - T

Information about the settings in Ultimaker Cura 3%,
s e

I:‘ Enzble gl

port l:‘
pesion

roving your prints?
aker Troubleshooti

a 3D model

0.0 x 0.0 x 0.0 mm 0.00m [ ~ 0g

14. Click the “Quit CURA” button to complete the install.
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Cura will close & when re-started, the plugin will be installed.



15. Re-start CURA to make sure all is working.

You should get a window like that in the picture below.
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If CURA looks as it does in the above picture, all has gone well.

You are now ready to attend the “Basic 3D Printing” Course.

See you there!



